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Abstract 

Recreating tissue-specific microenvironments of the extracellular matrix (ECM) in vitro is of broad 

interest for the fields of tissue engineering and organ-on-a-chip. Here, we present biofunctional ECM 

protein fibres and suspended membranes, with tuneable biochemical, mechanical and topographical 

properties. This soft and entirely biologic membrane scaffold, formed by micro-nano-fibres using low 

voltage electrospinning, displays three unique characteristics for potential cell culture applications: 

high-content of key ECM proteins, single-layered mesh membrane, and flexibility for in situ 

integration into a range of device setups. Extracellular matrix (ECM) powder derived from urinary 

bladder, was used to fabricate the ECM-laden fibres and membranes. The highest ECM concentration 

in the dry protein fibre was 50 wt%, with the rest consisting of gelatin. Key ECM proteins, including 

collagen IV, laminin, and fibronectin, were shown to be preserved post the biofabrication process. 

The single fibre tensile Young’s modulus can be tuned for over two orders of magnitude between ~ 

600 kPa to 50 MPa depending on the ECM content. Combining the fibre mesh printing with 3D 

printed or microfabricated structures, culture devices were constructed for endothelial layer formation, 

and a trans-membrane co-culture formed by glomerular cell types of podocytes and glomerular 

endothelial cells, demonstrating feasibility of the membrane culture. Our cell culture observation 

points to the importance of membrane mechanical property and re-modelling ability as a factor for 

soft membrane-based cell cultures. The ECM-laden fibres and membranes presented here would see 

potential applications in in vitro assays, and tailoring structure and biological functions of tissue 

engineering scaffolds.  

Keywords: extracellular matrix; electrospinning; fibre; membrane stiffness; in vitro models. 
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1 Introduction 

The microstructures and compositions of extracellular matrices (ECMs) are complex and organ-

specific [1]. In recent years, there have been tremendous interests in replicating the multi-faceted and 

multi-component ECM cues in vitro, for better understanding of stem cell maintenance and 

differentiation, or for creating functional tissue replacements. Recent progress in decellularised matrix 

derived from harvested tissues and organs shows the possibility of retaining most biochemical 

ingredients of the physiological ECM, whilst eliminating previous resident cellular components [2–4]. 

The efficacy and ease of decellularisation comes at the expense of the preservation of ECM 

ultrastructure [5]. For instance, whole organ perfusion-decellularisation presents a protocol that least 

disrupts the pristine ECM ultrastructure [4]. Although this method shows promising applications for 

xenogeneic transplantation and tissue engineering [6], it may have restricted scope for applications 

such as in vitro experiments, micro-device integration, and personalised scaffold manufacturing. In 

comparison, mechanical abrasion and freeze-thaw process provide effective decellularisation with the 

benefits of high throughput, large-scale, and the ease of product preservation. This process gives rise 

to homogenised ECM materials, which are reduced to the forms of powder and hydrogel, and have 

been employed in a number of 2D and 3D cell culture studies [7,8] . 

To harness the readily available homogenised ECM sources, ongoing development can lie in 

advancing biofabrication techniques that tailor the topography, mechanical property and 

ultrastructures of fibrous scaffolds, while optimally retaining the ECM biochemical components. 

Considering that the native ECM proteins contain defined structural building blocks of nano-micro-

fibres, here, we explored the fabrication of ECM-laden fibres, with diameters in the hundreds of 

nanometres to micrometre range. Although prior studies have reported the production of ECM-

incorporated composite fibres (mainly based on far-field electrospinning techniques), the content of 

ECM within the fibre is generally low with respect to the bulk fibre (i.e. estimated 0.45 wt% [9] and 

~1 wt% [10]). Another technical challenge lies in the dilemma for fabricating robust scaffolds for 

device integration, against the needs for soft interfacing matrices. Within these, suspended fibrous 

membranes with thickness of 10 µm or below are especially technically-demanding. In particular, 

membranes requiring the combination of low Young's modulus and small thickness will ultimately 

prohibit the membrane transfer process. Due to the above reasons, conventionally produced fibrous 

micro-membranes are usually based on fibres of thermoplastic polymers, of which tensile moduli are 

in the Giga Pascale range [11,12], much higher than those of soft tissues (with bulk tissue stiffness 

typically below 100 MPa).  

Addressing the above challenges, we present technical advancements in fabricating ECM-laden fibres 

and suspended fibrous membranes that can be directly patterned on target substrates. To our 
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knowledge, this is one of the first techniques which enable in situ biologic micromembrane 

fabrication. Our method, utilising a low-voltage electrospinning (LEP) mechanism, results in up to 50 

wt% content of ECM in the fibre dry weight. The use of gelatin as a carrier polymer to encapsulate 

the ECM leads to mechanically soft fibres, demonstrating single-fibre tensile moduli between 200 kPa 

to 20 MPa depending on the ECM content. The combination of solvents and cross-linker used enable 

the retention of some key ECM biologic components post-fabrication, and are also expected to impose 

lower cytotoxicity than some previous systems (see discussion below). The ECM-laden fibre 

patterning method presented here will see potential applications in in vitro assays, and tailoring 

structure and biological functions of tissue engineering scaffolds.  

 

2 Materials and Methods 

2.1 Matrix decellularisation 

Urinary bladder matrix (UBM) was prepared as previously described [13]. Porcine urinary bladders 

from market-weight animals were acquired from Tissue Source, LLC. Briefly, the tunica serosa, 

tunica muscularis externa, tunica submucosa, and tunica muscularis mucosa were mechanically 

removed. The luminal urothelial cells of the tunica mucosa were dissociated from the basement 

membrane by washing with deionized water. The remaining tissue consisted of basement membrane 

and subjacent lamina propria was decellularised by agitation in 0.1% peracetic acid with 4% ethanol 

for 2 hours at 300 rpm. The tissue was then extensively rinsed with PBS and sterile water. The UBM 

was then lyophilized and milled into particulate form using a Wiley Mill (Thomas Scientific, NJ) with 

a #60 mesh screen [14]. 

2.2 Materials and solution preparation 

Urinary bladder matrix (UBM) was used as a model ECM due to its established extraction protocol, 

accessibility, and characterised biochemical compositions [3,15–17], as above. Gelatin (from porcine 

skin) powder was obtained from Sigma-Aldrich G1890 (Lot SLBC8470V). Solvents of glacial acetic 

acid and ethyl acetate were obtained from Merck Millipore 100063 and 100789, respectively. Glyoxal 

was obtained from Sigma-Aldrich 128465. 

For generating fibres, solutions of ECM were prepared in order to feed to the low-voltage 

electrospinning process. Dehydrated gelatin and UBM powder were dissolved in an aqueous solution 

combining deionised water, acetic acid and ethyl acetate according to the weight percentages shown 

in Table 1 below. The solution was stirred at room temperatures until homogenised (which can be 

identified by the homogeneity of the solution color). To obtain insoluble fibres, 3 wt% glyoxal was 

added to the solution as a crosslinker immediately prior to the electrospinning process. 
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2.3 Low-voltage continuous electrospinning patterning (LEP) 

A modified LEP process from [18,19] is utilised to create fibre patterns. A desired ECM-laden 

solution was dispensed using a 1 mL syringe and pumped at a rate ranging from 1-5 μL/min. A DC 

voltage of typically 230 V was applied between the syringe tip and a moving stage that held substrates 

to collect the as-spun fibres. Electrospinning was initialised using glass slides placed at the two ends 

of the deposition paths. By programming the movement of the stage using Labview, the polymer jet 

could be regularly patterned onto the substrates. A typical writing process includes the stage 

acceleration set to 1500 mm/s2, and stage speed at 150 mm/s. The applied voltage was 230 V. The 

ECM-laden fibres were allowed to crosslink at room conditions for 24 hrs post LEP. Modifying the 

LEP process also allows suspended membrane formation on a pre-fabricated device structure, such as 

over a microfabricated fluidic channel or a 3D printed construct. In this case, the device structure was 

placed on the moving stage in between the initiators. Figure 1b demonstrates the setup of a low 

voltage electrospinning system.  

 

2.4 Morphological characterisation of single fibres and membrane constructs 

For scanning electron microscopy (SEM) imaging, samples were coated with Platinum for 60 

seconds, and subsequently imaged by a FEI Nova NanoSEM.  

For confocal microscope imaging of the 3D profile of the membrane structure, 1 wt% sodium 

fluorescein (F2456 Aldrich) was added to the polymer solution prior to LEP. The samples were 

imaged using a Leica TCS SP5 microscope. To reconstruct the 3D configuration, a z-stack was 

acquired over a 100 μm thickness with a 0.5 μm interval. The z-stack was converted into 3D image 

profiles using ImageJ. 

AFM maps were realized by means of a JPK nanowizard2 (Germany) system operating in tapping 

mode and equipped with a silicon tip (µmasch, 2 Nm-1) with a nominal radius of 10 nm. Image 

flattening and roughness analysis was performed by SPIP (Image metrology, Denmark) software. 

 

2.5 Chemical and biochemical characterisation of as-spun fibres 

Immunofluorescent staining was performed to characterise the presence of fibronectin and collagen 

IV in 0 wt% ECM fibres and 50 wt% ECM fibres. In the first group (Figure 2b), both the vertical and 

horizontal fibres were 0 wt% fibres, whereas in the second group (Figure 2c), 50 wt% ECM fibres 

were spun vertically, and 0 wt% ECM fibres spun horizontally. The antibodies used are anti-

transglutaminase 2 (mouse monoclonal, Abcam ab2386), anti-collagen IV (rabbit polyclonal, Abcam 

ab6586), and anti-fibronectin (ab23751, Rabbit polyclonal to Fibronectin). Once the ECM-laden 

fibres were patterned onto a glass coverslip and fully crosslinked, the samples were blocked with 3% 

BSA/PBS for 1 hour. After washing the sample with PBS (ThermoFisher 10010023), primary 
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antibodies were added and the samples were incubated for 1 hour. Subsequently, the samples were 

washed again with PBS and incubated with secondary antibodies for 1 hour. After a final wash, the 

samples were stored in mineral oil and imaged within two days. 

 

Energy-dispersive X-ray spectroscopy (EDX) elemental analysis was performed on the fibres using 

a FEI Nova NanoSEM. Suspended fibres patterned over a 3D-printed holder was used for this 

purpose. As the fibres were suspended and not attached to any backing substrate, potential 

background contamination was eliminated. The fibres were coated with Platinum for 45 seconds. An 

acceleration voltage of 10 kV was used in the EDX measurement. Once the fibre was imaged in focus, 

5 points were taken along the fibre centre. At least 10 fibres were measured for each fibre 

composition, to obtain statistical data. The elements were identified, and their concentrations were 

measured using the manufacturer’s in-built program.  

Fourier transform infrared spectroscopy (FT-IR, Bruker IFS 113v) was used to measure the 

molecular structures in the raw ECM powder, protein references and ECM-laden fibres. References 

formed by collagen I and IV, gelatin and ECM-laden solutions were deposited on a glass petri-dish 

and dried for 24 hours. Dry films were obtained and measured. The ECM-laden fibres were patterned 

onto silicon wafers using LEP. The fibres were removed using a razor blade and collected for 

measurement. Attenuated total reflection infrared spectroscopy (ATR-FTIR) was performed using a 

Bruker Vertex 70 spectrometer equipped with a diamond ATR element. Spectra were acquired with a 

resolution of 4 cm-1 and they were processed by means of Origin Pro software. They were first 

averaged (3 spectra with 128 co-averages) and then normalized to their maximum. Second derivatives 

of the spectra were calculated to de-convolve structural contributions within the amide band I. 

 

2.6 Single fibre mechanical characterisation in situ 

A micropipette cantilever method similar to [20] was used to determine the tensile mechanical 

property of single fibres. Calibrated micropipette cantilevers (with an outer diameter of 7.5 – 10 μm, 

bending stiffness of 4.20±0.05 mN/m to 9.13±0.17 mN/m) were fixed onto the arm of an MM3A 

LMP micromanipulator (Kleindiek Nanotechnik). This was fixed onto the stage of a Zeiss 

AxioObserver Z1 microscope. A speed of c01 was selected for all axes in the micromanipulator with a 

frequency of 2.7 Hz. To check the reliability of the cantilever, calibration was performed to each 

cantilever before and after performing a single fibre measurement. This was to ensure that the 

measurement process did not cause plastic deformation of the cantilever and the force constant 

remained valid during the fibre deformation measurement. Dried fibre samples were immersed in 

water for 1 hour for re-hydration. Afterwards a sample was mounted onto the microscope. The 

suspended fibre was immersed in water in a petri-dish and the measurement was performed in water. 
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Initially, the cantilever was positioned away from the fibre. The micromanipulator was moved 

through several steps. The distance the cantilever tip travelled in the microscope view was recorded to 

calculate the cantilever end displacement corresponding to a single step change in the 

micromanipulator. Afterwards, the cantilever was made to come into contact with the fibre. As the 

cantilever deformed the fibre, each position of the micromanipulator was recorded. At the same time, 

snapshots of the fibre deformation were taken. The cantilever deflection was calculated by subtracting 

the tip displacement deforming the fibre from that due to the micromanipulator movement. The fibre 

deformation was measured in ImageJ. 

 

2.7 Bulk film mechanical measurement 

Bulk films of ECM-laden hydrogels are made into strips with a target width of 10 mm, length of 20 

mm and thickness of 1 mm. The film dimensions fluctuated slightly between different preparation 

runs and were taken into account when calculating the Young’s modulus. The films were left to dry 

and crosslink for 24 hours at room temperature. The fully crosslinked films were immersed in distilled 

water to rehydrate for at least 1 hour before measurement. The hydrated films or gels were installed 

on Instron 5544 and underwent uniaxial deformation at a deformation rate of 0.6 mm/min. 

 

2.8 Cell culture 

For the endothelial cell line (EA.hy926) culture, a protocol was adapted from [21] (for a 2D culture) 

to enable cell culturing on suspending a ECM-laden membrane device. Briefly, the as-fabricated 

device was first immersed in PBS (ThermoFisher 10010023) for 18 hours and in DMEM culture 

medium for 1 hour before cell seeding. Cell seeding was performed at in 500 μL DMEM culture 

medium at a seeding density of ~ 1×105 cells per device. Subsequent cell culture was performed at 

37◦C and 5% CO2. Cultures were maintained for different time periods depending on the experiment 

purpose. 

For the glomerular cell culture, conditionally immortalised human glomerular endothelial cell (GEnC) 

lines and podocytes cell lines were obtained and cultured according to [22,23]. A 3D ring-membrane 

device was immersed in DMEM for 1 hour before cell seeding, with the fibrous membrane facing the 

bottom of the 6-well plate. GEnCs were cultured in a T75 flask at 33◦C to reach confluence. After 

detaching cells using standard trypsin protocol, ~150,000 cells were seeded onto each membrane 

device. GEnCs were cultured at 37◦C for 24 hours before forming a co-culture with podocytes. 

Podocytes were resuspended in the same manner as GEnCs. After resuspension, the devices were 

flipped using a pair of sterilised tweezers. 150,000 podocyte cells were seeded on top of the 

membrane. The single culture and co-culture were maintained at 37◦C for up to 7 days, with culture 

medium changed every two days. 
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2.9 Cell viability studies 

Cell viability was evaluated used an AlamarBlue® assay. Cells (EA.hy926 or podocytes) were seeded 

onto glass substrates patterned with pure gelatin or 10 wt% ECM fibres. After a specified incubation 

time (1, 4, 7, or 11 days), the culture medium was removed and replaced with 10% v/v AlamarBlue 

reagent. After an incubation of 6 hours, the absorption of the supernatant was measured (at 

wavelengths 570 nm and 600 nm). Culture medium without cells containing 10% v/v AlamarBlue was 

used as a negative control. Percentage reduction of AlamarBlue was calculated using the 

manufacturer’s formula:  

Percentage reduction of AlamarBlue =  
(O2 × A1) − (O1 × A2)

(R1 × N2) − (R2 × N1)
 × 100 

Where O1 = molar extinction coefficient (E) of oxidised alamarBlue at 570 nm, O2 = E of oxidised 

alamarBlue at 600 nm, R1 = E of reduced alamarBlue at 570 nm, R2 = E of reduced alamarBlue at 

600 nm, A1 = absorbance of test wells at 570 nm, A2 = absorbance of test wells at 600 nm, N1 = 

absorbance of negative control well at 570 nm, N2 = absorbance of negative control well at 600 nm. 

Four biological replicates were used for each condition. 

 

2.10 Fibre remodelling evaluation  

The potential fibre degradation effects and fibre remodelling ability were evaluated by three tests. In 

the first test, cells were cultured on fibres directly adhered on glass substrates. Thus, the fibre pattern 

configuration is mostly fixed, and the proliferation and alignment of cells following fixed fibre 

patterns were monitored. In the second test, cells were cultured on sparsely patterned fibres suspended 

over a channel, of which configuration resembles the micropipette single fibre deformation test stated 

above. Thus, individual fibres are free to be deformed by cells attached to the fibres, and the cell 

alignment and fibre configuration were monitored. In the third test, fibres were patterned into a 

membrane form (with a mesh size smaller than 5 µm) suspended across a channel, the formation of 

cell sheet on the membrane is monitored. For all the three tests, observations were done under an 

optical microscope over a 6 – 7 day period, where images were captured at selected time points at 

similar regions to monitor the changes.  

 

2.11 Immunofluorescent staining and imaging of fixed samples 

For cell fixation, the medium was replaced using absolute ethanol and incubated at −4◦C for 4 hours. 

After washing 3 times with PBS, the sample was immersed in 3% BSA/PBS solution and stored at 

room temperature for 1 hour. Afterwards, the sample was washed with TBS-T 3 times. Primary 

antibody (1/100 for fibronectin and 1/200 for VE-cadherin and podocin) was added to the sample and 

stored at room temperature for 1 hour. Then, the sample was washed with TBS-T again and the 

secondary antibody was added and incubated for 1 hour at room temperature. The sample was washed 
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with TBS-T and hoescht 33342, and left for 30 minutes. Finally, the sample was washed with TBS-T 

and the sample was preserved in mineral oil. A confocal microscope Leica TS5 was used for 

fluorescence imaging. The argon laser power was at 30% and a 633 NeHe laser was used. The visible 

laser power was between 10% and 25%, with digital gain between 800 and 1000. The same laser 

power and gain were used for cross comparison of the samples. The images were captured at 10 Hz. 

 

2.12 Cell fixation for SEM imaging 

The cell fixation and SEM imaging protocol were adopted from [24]. The cells were fixed with 

glutaldehyde and cacodylate buffer solution for 10–15 minutes. The sample was transferred into pure 

cacodylate solution for 1 hour. Afterwards, the sample was immersed in a 0.1 M osmium/cacodylate/ 

water solution for 15 minutes. Then the sample was washed in distilled water and immersed in a 

sequence of ethanol solutions with concentrations of 25%, 50%, 60%, 70%, 80% 90%, and 96% for 

10 minutes each. The sample was then immersed in absolute ethanol for 30 minutes, with a change of 

ethanol every 10 minutes. The sample was loaded in the critical point dryer for 2 hours and underwent 

gold coating. SEM imaging (FEI Nova NanoSEM) was performed one day after the cell preparation. 

 

2.13 Statistical methods 

Quantitative data are presented as mean ± standard deviation, and have been statistically analysed 

using the OriginPro 2017. SEM and AFM images were chosen typical of three imaging samples. The 

standard deviation of mean square roughness was a measure of three randomly selected areas on the 

fibres measured. Fibre diameter histogram was an average of over 50 fibres in randomly selected field 

of views. 

EDX was measured for ten fibres for each solution condition. Three points were measured along each 

fibre. The fluorescence intensities of proteins were measured using ImageJ. For each condition, 3 – 4 

randomly selected horizonal lines and vertical lines were drawn across the fibres, and intensity along 

each line was measured, see examples in Figure 2b – c. The peak intensity represents the fluorescence 

intensity of the fibre. The intensities of fibres obtained were averaged, and the average intensity of 

vertical fibres was then normalised to the average intensity of horizontal fibres (i.e. vertical intensity 

dividing horizontal intensity) for each condition. One-way ANOVA was performed to evaluate 

whether there is any statistical significant difference between the fluorescence intensities in 50 wt% 

ECM fibres and 0 wt% ECM fibres.   
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3 Results and Discussions 

3.1 Material selection rationale 

To impart solution process-ability and electrospinnability, various solvents have been studied for 

dissolving large protein molecules [25–27]. Although solvents such as hexafluoro-2-propanol (HFP) 

are commonly used for dissolving collagen I and gelatin materials to produce an electrospinnable 

solution [26], HFP leads to significantly degraded secondary and tertiary protein structures, which are 

undesirable [28,29]. In our method, water-based solvents with a mixture of acetic acid and ethyl 

acetate were chosen, where both reagents are known to have lower toxicity than HFP (LD50 for rats is 

3310 mg/kg for acetic acid [30] and 5620 mg/kg for ethyl acetate [31], in comparison to 1500 mg/kg 

for HFP [32]). The solvent choice is also of paramount importance in preserving the chemical 

structures of the dissolved molecules. Acetic acid is widely used as a denaturant in solubilizing 

growth factors [33], ECM proteins [34] and nucleic acid [35]. Although this can potentially affect 

protein folding and bioactivities, it is a necessary solvent to solubilize high concentrations of gelatin 

for electrospinning. Our results below will demonstrate that the acid has only limited effects on the 

ECM protein denaturing. Finally, ethyl acetate was used to lower the surface tension of the combined 

solution.  

For the crosslinker choice, among various methods of crosslinking gelatin and solubilised collagen, 

glyoxal was chosen in our study. Other common protein crosslinkers include carbodiimide (EDC) for 

carboxyl groups, NHS ester and glutaraldehyde for amine groups, maleimide for sulfhydryl groups, 

and hydrazide for carbonyl groups [36]. Glyoxal is a homobifunctional crosslinker [37]. The toxicity 

level of glyoxal is lower than that of formaldehyde and glutaraldehyde (LD50 for rat is 640-8979 

mg/kg for glyoxal [38], in comparison to 600-800 mg/kg for formaldehyde [39] and 246 mg/kg for 

glutaraldehyde [40]). Glyoxal has been proven to successfully crosslink gelatin [41]. To prove the 

functional properties of the crosslinked fibres, biochemical analysis, in situ mechanical test and cell 

culture studies were performed, of which results are to be illustrated below.   

 

3.2 High content ECM-laden fibres from LEP 

Based on the solution preparation and the initiator-based LEP process [19], we were able to obtain up 

to 50 wt% of ECM in a gelatin fibre matrix, much higher than a previous report performed by far-field 

electrospinning using the same matrix [10]. We attribute this ability to incorporate high 

concentrations of ECM ‘fillers’ to the LEP configuration, which uses initiators to break up the 

pendant droplet for fibre drawing (see detailed mechanism in [18]). Without initiators, pure gelatin 

fibres can be processed using a near-field electrospinning (NFES) method at a higher applied voltage 

[21]. However, as ECM content was added beyond 10 wt%, no fibres can be produced with NFES 
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even at high voltages (>1000 V). Thus, an initiator-based mechanism in LEP is critical to enable high 

loadings of ECM proteins in fibres. 

Typical microscopic morphologies of single fibres were shown in Figure 1c – d. SEM shows that fibre 

surfaces appeared to be homogeneous and smooth, for all the ECM contents investigated in this work. 

However, AFM mapping shows a more intricate structure with the presence of a fibre-like surface 

topography, which is dependent on the ECM content. For 50 wt% ECM content, the fibre surface has 

a rough appearance. Plotting the root mean square (RMS) roughness in Figure 1e showed that surface 

roughness increased with ECM concentration in fibres. This result strongly implies that the ECMs 

were present as partially dissolved clusters encapsulated in the fibre matrix.  

 

3.3 Fibre chemical and biochemical constituents 

Elemental compositions of the ECM-laden fibres were determined by EDX, shown in Figure 2a. ECM 

is known to consist mainly of organic compounds containing four elements: hydrogen H, carbon C, 

oxygen O and nitrogen N. Traces of sulphur S can also be found. The sensitivity of the concentration 

detection is normally 0.1 wt% and the spatial resolution is 1 μm; EDX cannot be applied for detecting 

hydrogen. Figure 2a shows that the degree of composition variation among the fibres was the lowest 

in 0 wt% ECM fibre. As ECM was incorporated, all the statistical variations in C, N and O increased 

even for 1 wt% addition. This result suggests that the ECM content was not fully dissolved in the 

gelatin matrix. The variation of protein groups between the ECM rich region and the gelatin rich 

region can bring variations in the chemical element proportions at the area of measurement along a 

fibre. Although there are ECM rich and gelatin rich phases within the fibre, we suggest that the 

distribution of these two phases are reasonably even throughout. This is supported by the consistency 

in the mechanical measurement results for single fibres versus bulk films; and further the even 

distribution of mono-culture cells on membranes to be illustrated below.  

 

Collagen IV and fibronectin, as the representative proteins in ECM, are known to be present in 

urinary bladder matrices (UBM) [15]. The presence of these proteins was characterised using 

immunofluorescent staining methods. Measurements were performed on two groups. The first group 

contained 0 wt% ECM fibres only (Figure 2 a, b) and the second group contained 0 wt% ECM fibres 

in the horizontal direction and 50 wt% ECM fibres in the orthogonal direction (Figure 2 a, c). 

Negative controls were performed for each protein, by omitting the primary antibody and only using 

the secondary antibody. 

As shown in Figure 2d, the normalised intensities of fibronectin and collagen IV in the first group (0 

wt% ECM fibres) were approximately equal to 1. This indicates no significant difference between the 

fluorescence intensity of the horizontal and the vertical fibres in the first group, which is as expected 

for the pure gelatin composition. In comparison, the normalised intensities for both the fibronectin 
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and collagen IV staining in the 50 wt% ECM fibres were significantly above 1.  This suggests that the 

additional fluorescence signals are arising from the selected ECM presence in the fibres. Thus, the 

fibre processing method has retained the bioactivities of the ECM components.  

 

In addition to the above analytical techniques, FTIR was also used to evaluate whether the solution 

preparation method and the LEP process have affected the protein structural folding. First, we 

confirmed that the ECM powder contains proteins in their pristine conformations by comparing the 

spectra of the normalised sum of the reference proteins (collagen I, collagen IV and gelatin) with the 

ECM powder (Figure S1). In particular, amide I band is of interest due to its sensitivity to the 

secondary and quaternary protein structural conformations [42]. Figures S1c and e show that the ECM 

powder spectrum and the spectrum of the normalised sum of reference proteins possess similar amide 

I band position and shape, confirming a highly similar structural conformation. The ECM power 

shows, respect to the protein spectrum, additional peaks at 1740 cm-1 (C=O stretching), 2920 cm-1 and 

2870 cm-1 (asymmetric and symmetric CH2 stretching). These peaks are associated with the lipid 

residual presence in the ECM powder (Figure S1c – f) [42]. 

To evaluate the influence of the solution preparation method on the protein conformations, we 

compared the spectra of ECM-laden gelatin films with the ECM powder (Figure 3a – c). The second 

derivative analysis at amide I band in Figure 3C, which allows to de-convolve the structural 

contributions in the amide I band, shows that all the films share similar peak shape and positions. This 

high similarity indicates a high similarity in secondary and quaternary structure of protein 

conformation within the samples (Figure 3c). Using the lipid peaks (i.e. C=O stretching 1740 cm-1, 

and CH2 stretching 2920 cm-1 and 2870 cm-1) as indicators, we observed that the lipid content 

increased as a function of the ECM content in gelatin. This highlights the successful incorporation of 

the ECM into the films, without a perturbation of the native conformation of proteins in the matrix. 

Finally, we compared the spectrum of 10% ECM fibre with the 10% casted film to determine if the 

LEP process imposed any significant chemical degradation to the proteins (Figure 3d – f). Detailed 

analyses in Figure 3e – f show that nearly identical shapes of the FTIR spectra and their second 

derivatives. Hence, we conclude that, firstly, the solution preparation method did not impose 

measurable effects on the secondary and quaternary structures of the ECM proteins; and secondly, no 

measurable chemical degradation occurred to the proteins and no reduction in ECM protein content is 

induced using LEP to process the solution. 

 

3.4 Mechanical properties of single fibres 

Cells are known to be sensitive to the mechanical properties of substrates [43,44]. In the present 

study, the Young’s moduli of individual ECM-laden fibres were measured using a glass capillary 

cantilever method. Figure 4a shows a typical set of snapshots when a fibre was under deformation. 
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Figure 4b shows stress versus strain curves for different fibre compositions. This indicates the elastic 

nature of the sample fibres within the deformation range, thus the gradient of the fitted line 

corresponds to the Young’s modulus (E) of the fibres. Table 2 summarises the Young’s modulus 

values, indicating a clear trend of increased Young’s modulus due to the incorporation of ECM 

component. Compared to the reference films (tensile stress versus strain curves can be found in Figure 

S2), the fibres have similar Young’s moduli to the bulk film sample at the same ECM concentration. 

Within the measurement range, the stress was linearly related to the strain for all samples. 

The material stiffening effect because of decellularisation was well known. For example, study 

performed by Beachley et al. [45] reports that the elastic moduli of dried ECM spots (i.e. in a powder 

form similar to our homogenised UBM) were at least two orders of magnitude higher than that of 

fresh, hydrated tissues. Although there is large variation in inherent stiffness between native, hydrated 

tissues, the difference is much less in dried ECMs. In fact, Beachley et al’s results show that the 

stiffness of the ECM spots was all in the GPa range for a range of tissues including brain.  Thus, for 

our results here, the stiffening of fibres for higher ECM concentration can be explained by the 

physical entanglement of gelatin matrix with the stiff, sub-micron sized ECM clusters. If one 

considers the additional ECM as suspension particles (as previously also suggested in the AFM and 

biochemical data), and neglects the charge and molecular interaction, the increase in the volume 

fraction (concentration) of the ECM will provide an increase in Young’s modulus. This reinforcement 

effect due to ECM cluster is suggested to be similar to the nanoparticle reinforcement of fibre 

matrices [46].  

Bulk mechanical measurements in prior studies reported Young’s moduli of as-harvested bladder to 

be between 0.03 and 0.20 MPa [47,48], and this was increased to 0.65 MPa for a hydrated 

decellularised bladder matrix [48]. It is important to note that our study here has reported the 

Young’s modulus measured at the single fibre (building block) level, tuneable between 0.6 and 

49 MPa. The single fibre tensile Young’s modulus will give an upper limit for the global Young’s 

modulus of a scaffold or a membrane constructed by the fibre building blocks. This is because the 

mechanical properties of a scaffold/ membrane measured at bulk will enviably dependent on the 

constituent fibre spatial arrangements [49], of which bulk Young’s modulus will always be equal 

to or lower than the single fibre Young’s modulus, since the inter-fibre space in a scaffold is 

filled by cells/ liquid/ air. Thus, we suggest that the ECM-laden fibres produced by our 

techniques give reasonable approximation to the tissue properties; in particular, they are much 

‘softer’ than the fibrous structures produced by electrospun thermoplastic materials (see 

Introduction). The fibre remodelling potential by cultured cells is further discussed in a later 

section. 
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3.5 Influence of fibres on cellular activity 

To evaluate the effects of the fibre compositions on cellular activity, an alamarBlue assay was 

performed. Reduction of the dye following a defined culture period indicates cellular activity. 

Cells were cultured on glass slides (as a control) or pure gelatin fibres on glass slides. EA.hy926 

cells remained highly active regardless of substrate, as indicated in Figure S3a with percentage 

reduction remaining above 70% for both substrates at all time points. Podocytes were cultured on 

glass slides (as a control), pure gelatin fibres or 10 wt% ECM fibres on glass slides. Since the 

podocytes were maintained at a non-permissive temperature at which they are intended to be non-

proliferative, Figure S3b shows that the podocyte cellular activity was overall lower than that of 

the EA.hy926 cells for all conditions. At days 4, 7, and 11, a noticeable increase in cellular 

activity was observed in cells cultured on the fibre constructs compared to the control. This 

suggests that for the podocyte culture, the fibre construct supports a slightly higher cellular 

viability than glass, and hinting the possible importance of the attachment factors or surface 

topography presented by gelatin or ECM fibres in comparison to bare glass substrates. Overall, 

results from the alamarBlue assay suggests that cellular activity is unaffected or even slightly 

enhanced by interfacing pure gelatin or 10 wt% ECM fibres with the cell types investigated here.  

 

3.6 ECM-laden fibres and membranes for cell culture 

Programming the x-y stage path allows us to suspend fibres over a gap with robust attachment on the 

edge of the gap. With more fibre deposition, one can subsequently form a suspended membrane on a 

device structure, see examples in Figure 5a – c. A unique advantage of this in situ membrane 

formation process is the devoid of delicate fibre or membrane transfer, attachment and adhesion 

process [49,50]. Thus, fibres or thin membrane structures, with tuneable mesh size of varying 

connecting fibre number, can be deposited and attached directly over a channel structure. In Figure 

5e, different mesh sizes were shown to influence the endothelial cell (EA.hy926) lining morphologies 

within 24 hrs for pure gelatin suspended membranes.   

Since fibre and membrane structures are widely used in in vitro cell culture experiments, we then 

investigate the potential of culturing cells on ECM-laden fibre constructs. An ECM concentration of 

10 wt% in gelatin (dry weight) was chosen for testing the cell-fibre interaction. Since the ECM 

particles used here were dehydrated, concentrated forms of ECM, we expect the 10 wt% ECM 

concentration will give a balanced biochemical attribute versus biochemical attribute in replicating a 

soft membrane matrix environment. In the results below, we report feasibility cell culture studies 

based on the endothelial and glomerulus cells, which may provide culture systems warranting more 

detailed mechanistic studies and functional culture optimisation in the future. 
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3.6.1 Fibre and membrane mesh remodelling potential 

First, the ability of EA.hy926 cells to deform the as-produced fibres were investigated; this was 

performed by comparing cell cultures maintained on three pure gelatin fibre configurations: fibres 

attached on glass, fibres suspended sparsely across a channel, and fibres forming a membrane with 

dense mesh.  In the first test, the fibre pattern configuration was mostly fixed on the glass substrate 

like in our previous work [21]. Figure S4a shows that at day 1, cells form aligned patterns following 

those of the fibres, showing distinct orientations differing from the cells attached on the fibre-free 

space (i.e. glass substrate). As culture time increased, cells proliferated, and it is apparent that the 

density of cells accumulated on the fibre pattern increased. Despite the increased cell population, the 

cell patterns remained similar to the pre-formed fibre patterns. In the second test, it is noticeable in 

Figure S4b that fibres can be deformed by cells attached and aligned to the fibres; and the sparse fibre 

network was gradually contracted as the population of cells increased on the fibre over time. In the 

third test, as shown in Figure S5a, cell sheet initially formed on the membrane exhibit sparse gaps; 

however, the size of the gaps increased over the culturing time. Cross-comparing observations from 

the above three tests suggests that, firstly, fibres fabricated with our method do not display noticeable 

chemical degradation within 7 days (especially supported by test 1 and 2). Secondly, the fibre pattern 

configurations control the cells’ ability in mechanically remodelling the fibrous matrix, which would 

warrant more detailed, systematic investigations in the future. 

In comparison to pure gelatin membrane (i.e. 0 wt% ECM membrane in Figure S5a), the use of 10 

wt% ECM membranes were shown to reduce the fibre matrix remodelling ability of EA.hy926 cells 

during the formation of cell sheets. As shown in Figure S5b, cells culture on the 10 wt% ECM 

membrane underwent little fibre matrix re-organisation. In fact, some initial ‘gaps’ were closed due to 

the increased cell population on the membrane over time. The reduced matrix remodelling effects can 

be due to different reasons. Firstly, it could be a simple mechanical effect as a result of the increased 

single fibre stiffness due to the ECM incorporation; other possibilities are the biochemical factors 

provided by the ECM (such as collagen IV) can provide a more quiescent phenotype of the 

endothelial cells [51].    

 

3.6.2 Membrane structures for glomerular cell cultures 

For the podocytes and GEnCs co-culture, our original aim was to form a tri-layer structure (podocytes 

– membrane – GEnC), in order to resemble the form of a glomerular filtration membrane. Membranes 

with a high mesh density (i.e. mesh size smaller than 5 µm) were patterned and suspended on a 3D 

printed ring in a configuration resembling a trans-well insert configuration, where cells can be seeded 

on a single side, or both sides of the membrane.  
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A number of key observations are made. First, it is important to note that cell ‘sheets’ of podocytes 

and GEnC can be formed fully covering the native membrane, without additional ECM coatings (see 

Figure 6 and Figure S6). This is in stark contrast to systems utilising thermoplastic fibrous membranes 

or PDMS membranes, where either podocyte specific and GEnC specific ECM factors should be 

applied to the membranes to facilitate cell attachment [52]. Secondly, cross-comparing the ECM-

laden system with the pure gelatin system, the ECM-laden membrane seems to produce different 

levels of podocin and VE-Cad expressions in the mono-culture systems, where the addition of ECM 

seems to increase the corresponding protein expressions, see Figure S7c. However, we were not able 

to provide complementary semi-quantitative analysis using techniques such as Western blots at this 

stage, due to the relatively low cell numbers. Third, although the monoculture of GEnCs were able to 

form a dense cell sheet on the membrane, the addition of podocytes on the other side of the membrane 

gave rise to a re-organised cellular distribution between the two cell types. The originally intended tri-

layer structure was no longer maintained after 7 days of culture, where aggregation of GEnCs among 

podocytes was seen (evidenced comparing Figure 6a – b, and Figure S6a – b). Further SEM image, 

Figure 7a, shows a confluent layer of cell sheet evenly covering the entire membrane surface. Such a 

cell sheet morphology is different to that created based on electrospun thermoplastic polymer 

membrane [53]. In particular, the cell sheet formed on the LEP ECM-laden membrane shows 

preferred cell-cell interconnection (Figure 7b – c) than the cell-fibre interconnection observed in the 

thermoplastic fibre case. Due to the fact that a membrane surface would consist of both the GEnCs 

and podocyte cell types due to cellular re-organisation, our SEM images show morphological 

phenotypes of both endothelial and podocyte cells. Although a tri-layer structure did not form under 

our culture conditions, our results reflect the potential importance of ECM incorporation, and the fibre 

mechanical properties in permitting cellular re-organisation, in a trans-membrane context. Whether 

the ECM laden in the gelatin fibres would be effective in modifying cellular biological response, 

requires further detailed quantitative analysis for confirmation.  

 

4 Conclusions 

ECM-laden micro-nano-fibres and membranes were fabricated with an ECM content of up to 50 wt% 

in gelatin. The low voltage application as well as the incorporation of initiators in LEP, have enabled 

the patterning of suspended fibrous structures in situ, directly on complex planar geometries, such as 

3D printed holders and microfluidic channels. Results from the fibre chemical analysis support the 

proposition that multiple ECM protein components have remained active within the fibre and 

membrane structures post ECM biofabrication. Combining results from AFM, EDX, and single fibre 

mechanical measurement, it is evident that the ECM remained as partially dissolved clusters, which 

was encapsulated within the fibre gelatin matrix. We suggest this may be the key reason enabling 
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optimal preservation of the ECM biochemical activity and the ECM protein conformation during 

acidic solvent processing: limited acid contents have penetrated inside the ECM particulate to unfold 

the molecular structures. Compared with existing fibrous membrane device systems, the ECM-laden 

fibre membrane demonstrated here exhibits unique attributes in its low fibre stiffness, small 

membrane thickness, in addition to the ability to incorporate active ECM components. This cell 

culture model effectively permitted cell adhesion for EA.hy926 endothelial cells, and human podocyte 

and glomerular endothelial cell lines, without the application of extra cell specific ECM coatings. The 

unexpected result in the re-organisation of the podocyte-GEnC seen in the trans-membrane co-culture 

model will warrant further studies. In particular, it will be interesting to compare to the case of a 

conventional trans-well membrane system, where cells are forced to assemble into a tri-layer structure 

interfacing a non-modellable membrane. Looking ahead, the ECM fibre patterning capability 

demonstrated here can be built on for incorporating soft ECM protein scaffolds into different devices 

for other biological models. Compared to a whole organ decellularised organ scaffold, it is expected 

that a biofabricated ECM culture device will provide advantages for simple recellularization, culturing 

of multiple cell types and quality checks, seeing favourable attributes for in vitro culture applications 

in particular as drug testing platforms. 
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Figures 

 

Figure 1: (a) Four electrospinning solutions with 0 wt%, 1 wt%, 10 wt% and 50 wt% of UBM were 

prepared by mixing the UBM powder with gelatin, water, acetic acid and ethyl acetate; (b) Schematic 

diagram of the low-voltage electrospinning setup; (c) SEM micrographs of fibre surface morphology. 

Scale bars 1 μm; (d) AFM morphology maps of fibre surface morphology; (e) Mean squared 

roughness of fibres with different ECM compositions; (f) Distribution of fibre diameters when fibres 

were fabricated at 230 V (n=50). 

 

 

Figure 2: (a) Compositions of sulphur, oxygen, nitrogen and carbon elements in ECM-laden fibres 

characterised by EDX; (b – c) Confocal microscopic images show the fibronectin and collagen IV 

stainings in (b) 0 wt% ECM fibres (both vertical and horizontal fibres) and (c) in 50 wt% ECM fibres 
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(vertical fibres) and 0 wt% ECM fibres (horizontal fibres). Scale bars 50 µm; for each condition, 

intensity was measured along 3 - 4 horizontal and vertical lines (example intensity spectrum was 

shown next to the dashed line). The peak value of the spectrum represents the fluorescence intensity 

from the fibres. In total, 97 – 66 fibre sections were measured for each condition. (d) Average 

fluorescence intensity of fibronectin and collagen IV staining in vertical fibres normalised to the 

average intensity of horizontal fibres. Statistical significance was evaluated using one-way ANOVA. 

p*<0.05.   

 

 

 

 

 

Figure 3: FTIR spectra comparing (a – c) ECM-gelatin films with different ECM contents with the 

ECM powder and (d – f) the 10% ECM film with the 10% ECM fibre. Peaks at 1580 – 1700 cm-1 

represent the amide-I band which is sensitive to the conformation change in the secondary and 

quaternary protein structures. Peaks at 1740 cm-1 (C=O stretching), 2870 cm-1 and 2920 cm-1 

(symmetric and asymmetric CH2 stretching) are associated with the content of lipids in the samples. 
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Figure 4: (a) Micropipette cantilever method to determine the tensile modulus of a single fibre. Fibre 

was deformed by a cantilever. The deflection of cantilever was measured for calculating stress and 

fibre deformation. Scale bars 100µm; (b) Stress – strain curves of fibres with different ECM 

compositions. 
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Figure 5: (a) A suspended fibre network membrane fabricated by LEP under a voltage of 230 V; (b) A 

suspended membrane patterned on a 3D printed ring device; (c) Images of a thin membrane under 

microscope; (d) Mesh size distribution of each sample. Samples EA1, EA2, EA3 and EA 4 have a 

mean mesh size of 75, 35, 27 and 3.9μm respectively; (e) Confocal micrographs showing EAhy926 

morphology difference cultured on pure gelatin membranes with different mesh sizes. Cultures were 

fixed 24 hr after seeding, where F-actin staining (green) is shown. Scale bars 75 μm.  
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Figure 6: Immunofluorescence micrographs of GEnCs and podocytes mono-cultures and co-cultures 

on (a) a 0 wt% ECM membrane and (b) a 10 wt% ECM membrane. Example higher magnification 

images for the co-culture systems are shown in Figure S7.  
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Figure 7: SEM micrographs showing (a) a cell sheet evenly covering the surface of membrane; (b) 

Regions displaying cell morphology predominantly akin to those of endothelial cells (EC); (c) 

Regions displaying cell morphology akin to those of podocytes (PC) with processes indicated by 

arrows. 
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Tables 

 

ECM-laden solution 

UBM 

(wt%) 

Gelatin 

(wt%) 

Water 

(wt%) 

Acetic 

acid 

(wt%) 

Ethyl 

acetate 

(wt%) 

Final 

concentration 

of ECM in 

fibre (wt%) 

0wt%ECM 0 19.0 26 33 22 0 

1wt%ECM 0.19 18.8 26 33 22 1 

10wt%ECM 1.9 18.1 26 33 22 10 

50wt%ECM 9.5 9.5 26 33 22 50 

Table 1: Composition of electrospinning solutions. 

 

 

 

 

0 wt% 

ECM 

1 wt% 

ECM 

10 wt% 

ECM 

50 wt% 

ECM 

E (fibre) (MPa) 0.61±0.01 1.25±0.17 2.25±0.10 49.0±0.7 

Failure strain (fibre) 

(%) 73.4±3.5 63.7±4.4 55.3±3.4 >6.2 

E (film) (MPa) 0.59±0.02 1.57±0.15 3.19±0.16 N/A 

Failure strain (film) 

(%) 120.0±2.5 83.3±1.3 26.7±1.4 N/A 

Table 2: Young’s moduli and failure strain of fibres and films with different ECM compositions. The 

value of Young’s modulus increased with the composition of ECM. Fibres and reference films at the 

same ECM composition have similar values of Young’s modulus. 

  



 

28 

 

Supporting Information – Figures & Tables 

 

Figure S1: FTIR spectra of reference proteins and the ECM powder. (a – b) Spectra of individual 

reference proteins (collagen I, collagen IV and gelatin) showing the presences of amide-I (1580 – 

1700 cm-1) and amide-II (1520 – 1580 cm-1) bands; (c – d) Spectra of the ECM power and the 

normalised sum of reference proteins; (e – f) Second derivative analysis of the spectra.  
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Figure S2: (a) Reference films were installed on Instron 5544 and deformed at a rate of 0.6mm/min. 

Young's moduli of the films were then calculated based on the deformation measurements; (b) 

Stress – strain curves of reference films with different ECM compositions. Young's moduli of films 

increased with the composition of ECM.  

 

Figure S3: Percentage reduction (± 95% confidence interval) of alamarBlue by (a) EA.hy926 cells 

cultured on a glass control substrate and pure gelatin fibres, and (b) podocytes cultured on glass 

control, pure gelatin fibres, and 10 wt% ECM fibres. High percentage reduction indicates high cellular 

activity. Statistical significance was evaluated using a Mann-Whitney U test (a) and a Kruskal-Wallis 

test (b). *p < 0.05. 
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Figure S4: (a) EA.hy926 cells cultured on pure gelatin fibre-glass substrates, showing optical images 

acquired at different time points at two magnifications. (b) EA.hy926 cells cultured on pure gelatin 

fibres sparsely suspended over a channel, showing optical images acquired at different time points at 

two different regions.  
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Figure S5: Remodelling of fibrous membrane with dense mesh by EAhy926 cells. (a) EA.hy926 cells 

cultured on a 0 wt% ECM membrane for differen time points. A cord-like network formed eventually 

and mesh size was enlarged over time; (b) EA.hy926 cells cultured on a 10 wt% ECM membrane for 

different time points. Membrane geometry remained roughly unchanged. Scale bar 50 μm. 

 

 

 

 

 

 

 

 



 

32 

 

 

Figure S6: Optical micrographs and confocal images showing co-culture of GEnCs and podocytes on 

a suspended 10 wt% ECM membrane for (a) 1 day, (b) 3 days and (c) 7 days. Membrane structure 

was retained, and cells remained attached to membrane after 7 days of culturing. Scale bar 50 μm; (d) 

Number of cells counted in the area of imaging (200 x 150 μm2). 
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Figure S7: Co-culture of GEnCs and podocytes on (a) a 0 wt% ECM membrane and (b) a 10wt% 

ECM membrane. (c) Normalised fluorescent intensity per cell of VE-Cadherin in GEnCs mono-

culture, and podocin in podocytes mono-culture, n=3. Each sample contained 50 – 60 cells. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


